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ocr .2018/CEDO/SD/RS/02 New Delhi, Dated 19.01.2018

The Director General,
Manak Nagar, ROSO,
Lucknow.

f'~ : Condonation of infringements by High Output Tamping & Stabilizing
machine, Model 09-3X Dynamic supplied by M/s Plasser India,
Drawing No. UDOO.1236-22, to IRSOD(BG) Revised, 2004.

~m : RDSO's letter No.CT/TMM/GENL, dated 16.11.2017.

With reference to your above application, sent through the Chief
Commissioner of Railway Safety, Lucknow; the sanction of Ministry of Railways,
Railway Board is hereby communicated for condonation of infringements by High
Output Tamping & Stabilizing machine, Model 09-3X Dynamic supplied by M/s Plasser
India, Drawing No. UDOO.1236-22, to IRSOD (BG) Revised, 2004.The details of
infringement w.r.t. Chapter-IV (A) of Indian Railway Schedule of Dimensions (B.G.),
Revised, 2004 as shown in Annexure-I and other details enclosed with your above
mentioned letters are as under:

(i) Clause 2(ii) - Minimum diameter on the tread of new carriage or wagon
wheel, measured at 63.5mm from wheel gauge face by 184mm
(i.e. 730mm instead of 914mm)

(ii) Clause 9 - Maximum height above rail level for floor of any unloaded
vehicle by 35mm (Le. 1380mm instead of 1345mm)

(iv) Clause 17 - Maximum distance apart of bogie centres for bogie vehicle by
900mm (Le. 15800mm instead of 14900mm)

(v) Clause 18(i) - Minimum rigid wheel base for bogie truck of any vehicle by
30mm for main bogies and 330mm for Satellite bogie (Le. 1800mm for
main bogies and 1500mm for Satellite bogie instead of 1830mm)

(vi) Clause 19(b) - maximum length of body or roof for bogie vehicle by
11460mm (Le. 32800mm instead of 21340mm)

(vii) Clause 20(b) - Maximum length over side buffers for bogie vehicle by
11740mm (Le. 34040mm instead of 22300mm)

(viii) Clause 21 - Maximum distance apart between any two adjacent axles by
16SSmm (Le. 14000mm instead of 1234Smm)
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Further, above condonation is subject to stipulations as under:

"Instructions related to movement of the machine on Points and
Crossing/Turnouts & Diamond Crossings should be incorporated in the Speed
Certificate for its operation whenever being issued. In addition, issues
related to movement of the machine in Train formation in case of
emergency should also be considered & addressed and accordingly,
instructions for movement in such cases should be clearly mentioned in the
speed certificate. 11
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e-mail address: edceg@rb.railnet.gov.in

-.a .2018/CEDO/SD/RS/02 New Delhi, Dated 19.01.2018

~ forwarded for information to :

1. The Chief Commissioner of Railway Safety, Compound of DRM!NER, Ashok Marg,
Lucknow-226001 w.r.t. his endorsement No. Q.14011!06!2017-18-T.W, dated
03.01.2018.

A. General Manager, All Indian Railways.

3. Commissioner of Railway Safety, All Circles.

4. Executive Directors - Track-1 & (Standards)/Carriage, RDSO, Lucknow.

5. ED(Track Machine), Railway Board, New Delhi.


